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This manual provides critical safety instructions on the proper setup, 
operation, maintenance and service of this machine/equipment. 

Failure to read, understand and follow the instructions given in this 
manual may result in serious personal injury, including amputation, 
electrocution or death. 

The owner of this machine/equipment is solely responsible for its safe 
use. This responsibility includes but is not limited to proper installa-
tion in a safe environment, personnel training and usage authoriza-
tion, proper inspection and maintenance, manual availability and 
comprehension, application of safety devices, blade/cutter integrity, 
and the usage of personal protective equipment.

The manufacturer will not be held liable for injury or property 
damage from negligence, improper training, machine modifications or 
misuse.

Some dust created by power sanding, sawing, grinding, drilling, and 
other construction activities contains chemicals known to the State of 
California to cause cancer, birth defects or other reproductive harm. 
Some examples of these chemicals are:

• Lead from lead-based paints.
• Crystalline silica from bricks, cement and other masonry products.
• Arsenic and chromium from chemically-treated lumber.

Your risk from these exposures varies, depending on how often you 
do this type of work. To reduce your exposure to these chemicals: 
Work in a well ventilated area, and work with approved safety equip-
ment, such as those dust masks that are specially designed to filter 
out microscopic particles.



SET U
P

ELECTRICA
L

M
A

IN
TEN

A
N

CE
SERVICE

PA
RTS

O
PER

ATIO
N

S
SA

FET
Y

IN
TRO

DU
CTIO

N

USE THE QUICK GUIDE PAGE LABELS TO SEARCH OUT INFORMATION FAST!

INTRODUCTION .....................................2
Woodstock Technical Support .................. 2
Controls and Features ........................... 3

SAFETY ...............................................5
Standard Machinery Safety ..................... 5
Additional Safety Instructions for 
Sliding Router Tables ............................ 7

ELECTRICAL .........................................8
110V Operation ................................... 8
Extension Cords .................................. 8
Electrical Specifications ........................ 8

SETUP ................................................9
Items Needed ..................................... 9
Inventory ........................................ 10
Machine Placement ............................ 11
Cleaning Machine ............................... 11
Assembly ......................................... 12
Miter.............................................. 16
Router ............................................ 16
Test Run .......................................... 18

OPERATIONS....................................... 19
General .......................................... 19
Basic Operation ................................. 19
Workpiece Inspection .......................... 20
Routing ........................................... 21

ACCESSORIES ...................................... 24
Router Table Accessories ...................... 24

MAINTENANCE .................................... 25
General .......................................... 25
Cleaning ......................................... 25
Table & Base .................................... 25
Electrical Safety Instructions ................. 26
Wiring Diagram ................................. 27
Main Breakdown ................................ 28
Parts List ......................................... 29
Label Placement ............................... 30

WARRANTY ........................................ 33

Contents



-2-

Model W1728 Owner's Manual (Mfg. 5/04+)
IN

TR
O

DU
CT

IO
N

-2-

Woodstock Technical Support
This machine has been specially designed to provide many years of trouble-free service. Close attention 
to detail, ruggedly built parts and a rigid quality control program assure safe and reliable operation.

Woodstock International, Inc. is committed to customer satisfaction. Our intent with this manual is to 
include the basic information for safety, setup, operation, maintenance, and service of this product. 

We stand behind our machines! In the event that questions arise about your machine, please contact 
Woodstock International Technical Support at (360) 734-3482 or send e-mail to: tech-support@shopfox.
biz. Our knowledgeable staff will help you troubleshoot problems and process warranty claims.

INTRODUCTION

If you need the latest edition of this manual, you can download it from http://www.shopfox.biz. 
If you have comments about this manual, please contact us at:

Woodstock International, Inc.
Attn: Technical Documentation Manager

P.O. Box 2309
Bellingham, WA 98227

Email: manuals@woodstockint.com
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Controls and Features

The following is a list of controls and features on the Model W1728. Please take time to become familiar 
with each item and its location shown in Figure 1. These items will be discussed throughout the manual 
and knowing about them is essential to understanding the instructions and terminology used in this man-
ual.

A. Workpiece Hold-Downs
B. Dust Port
C. Infeed Fence
D. Miter Fence w/Hold-Down Clamps
E. Table Tilt Brackets
F. Power Switch
G. Sliding Table
H. Main Table
I. Outfeed Fence

Figure 1. Controls and features of the W1728.
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Phone #: (360) 734-3482 • Online Tech Support: tech-support@shopfox.biz • Web: www.shopfox.biz

MACHINE 
SPECIFICATIONS

Main Specifications
Design Type .................................................................................................  Floor Model

Overall Dimensions:
 Main Table ...................................................................................... 31" W x 10" D x 13⁄4" T
 Sliding Table .............................................................................................. 31" W x 12" D
Total Table Surface ....................................................................................... 31" W x 22" D
 Overall Height ...................................................................................................... 42" H
 Height from Table to Floor ....................................................................................... 34" H 
 Overall Width ........................................................................................................40"W
 Overall Length ...................................................................................................... 30" D
 Shipping Weight ................................................................................................. 132 lbs.
 Net Machine Weight ............................................................................................ 125 lbs.
 Box Size......................................................................................... 351⁄2" W x 26" D x 8" H
 Footprint .................................................................................................. 40" W x 30" D

Capacities:
 Suitable Routers for Mounting .......................................................................... 3⁄4 HP - 5 HP
 Table Counterbore .................................................................................................. 31⁄2"
 Table Insert Diameters ................................................................................... 11⁄8" & 25⁄16"
 Fence Size ........................................................................................ 3" x 12" (Each Piece)
 Maximum Fence Working Surface ............................................................................ 3" x 36"
 Dust Port ............................................................................................................. 21⁄2" 

Construction:
 Main Table  ................................................................................ Precision-Ground Cast Iron
 Sliding Table ...................................................................................................Aluminum
 Fence Assembly .....................................................................................Aluminum & Steel
 Stand .............................................................................................. Powder-Coated Steel 
 Miter Body ......................................................................................................Aluminum

Features:
  ...................................................................................................Workpiece Hold-Downs
  ....................................................................................................Clamping Miter Gauge
  .............................................................................................Toggle Switch W/Safety Key
  ....................................................Dual Power Outlets for Convenient Router/Accessory Plug-Ins
  ...............................................................................45˚ Table Tilt for Easy Router Mounting
  ............................................................................................................... Sliding Table

MOdEl W1728
SlIdING ROUTER TABlE

Model W1728 Machine Specifications, Page 1 of 1



-5-

Model W1728 Owner's Manual (Mfg. 5/04+)
SA

FET
Y

SAFETY
READ MANUAL BEFORE OPERATING MACHINE.

FAILURE TO FOLLOW INSTRUCTIONS BELOW WILL 
RESULT IN PERSONAL INJURY.

Standard Safety Instructions
1.  READ THROUGH THE ENTIRE MANUAL BEFORE STARTING MACHINERY. Machinery presents serious 

injury hazards to untrained users. 

2. ALWAYS USE ANSI APPROVED SAFETY GLASSES WHEN OPERATING MACHINERY. Everyday eye-
glasses only have impact resistant lenses—they are NOT safety glasses.

 
3. ALWAYS WEAR A NIOSH APPROVED RESPIRATOR WHEN OPERATING MACHINERY THAT PRODUCES 

DUST. Wood dust is a carcinogen and can cause cancer and severe respiratory illnesses.

4. ALWAYS USE HEARING PROTECTION WHEN OPERATING MACHINERY. Machinery noise can cause 
permanent hearing damage. 

5. WEAR PROPER APPAREL. DO NOT wear loose clothing, gloves, neckties, rings, or jewelry which may 
get caught in moving parts. Wear protective hair covering to contain long hair and wear non-slip 
footwear.

6. NEVER OPERATE MACHINERY WHEN TIRED, OR UNDER THE INFLUENCE OF DRUGS OR ALCOHOL. 
Be mentally alert at all times when running machinery.

7. ONLY ALLOW TRAINED AND PROPERLY SUPERVISED PERSONNEL TO OPERATE MACHINERY. Make 
sure operation instructions are safe and clearly understood.

8. KEEP CHILDREN AND VISITORS AWAY. Keep all children and visitors a safe distance from the work 
area.

9.  MAKE WORKSHOP CHILD PROOF. Use padlocks, master switches, and remove start switch keys.

Indicates an imminently hazardous situation which, if not avoided, WILL 
result in death or serious injury.

Indicates a potentially hazardous situation which, if not avoided, COULD 
result in death or serious injury.

Indicates a potentially hazardous situation which, if not avoided, MAY 
result in minor or moderate injury. 

This symbol is used to alert the user to useful information about proper 
operation of the equipment, and/or a situation that may cause damage 
to the machinery.

NOTICE

SAFETY Standard 
Machinery Safety
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10. NEVER LEAVE WHEN MACHINE IS RUNNING. Turn power OFF and allow all moving parts to come to 
a complete stop before leaving machine unattended.

11. DO NOT USE IN DANGEROUS ENVIRONMENTS. DO NOT use machinery in damp, wet locations, or 
where any flammable or noxious fumes may exist. 

12. KEEP WORK AREA CLEAN AND WELL LIT. Clutter and dark shadows may cause accidents.

13. USE A GROUNDED EXTENSION CORD RATED FOR THE MACHINE AMPERAGE. Undersized cords over-
heat and lose power. Replace extension cords if they become damaged. DO NOT use extension cords 
for 220V machinery. 

14. ALWAYS DISCONNECT FROM POWER SOURCE BEFORE SERVICING MACHINERY. Make sure switch is 
in OFF position before reconnecting.

15. MAINTAIN MACHINERY WITH CARE. Keep blades sharp and clean for best and safest performance. 
Follow instructions for lubricating and changing accessories.

16. MAKE SURE GUARDS ARE IN PLACE AND WORK CORRECTLY BEFORE USING MACHINERY.

17. REMOVE ADJUSTING KEYS AND WRENCHES. Make a habit of checking for keys and adjusting 
wrenches before turning machinery ON.

18. CHECK FOR DAMAGED PARTS BEFORE USING MACHINERY. Check for binding and alignment of 
parts, broken parts, part mounting, loose bolts, and any other conditions that may affect machine 
operation. Repair or replace damaged parts.

19. USE RECOMMENDED ACCESSORIES. Refer to the instruction manual for recommended accessories. 
The use of improper accessories may cause risk of injury.

20. DO NOT FORCE MACHINERY. Work at the speed for which the machine or accessory was designed.

21. SECURE WORKPIECE. Use clamps or a vise to hold the workpiece when practical. A secured 
workpiece protects your hands and frees both hands to operate the machine.

22. DO NOT OVERREACH. Keep proper footing and balance at all times.

23. MANY MACHINES WILL EJECT THE WORKPIECE TOWARD THE OPERATOR. Know and avoid condi-
tions that cause the workpiece to "kickback."

24. ALWAYS LOCK MOBILE BASES (IF USED) BEFORE OPERATING MACHINERY.

25. BE AWARE THAT CERTAIN DUST MAY BE HAZARDOUS to the respiratory systems of people and 
animals, especially fine dust. Make sure you know the hazards associated with the type of dust you 
will be exposed to and always wear a respirator approved for that type of dust. 
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Additional Safety Instructions for Sliding 
Router Tables

No list of safety guidelines can be complete. 
Every shop environment is different. Always 
consider safety first, as it applies to your 
individual working conditions. Use this and 
other machinery with caution and respect. 
Failure to do so could result in serious per-
sonal injury, damage to equipment, or poor 
work results.

Like all machines there is danger associated 
with the Model W1728. Accidents are fre-
quently caused by lack of familiarity or fail-
ure to pay attention. Use this machine with 
respect and caution to lessen the possibility 
of operator injury. If normal safety precau-
tions are overlooked or ignored, serious per-
sonal injury may occur.

1. AVOIDING AMPUTATION. Never place hands directly over or in front of the cutter. As one hand 
approaches the cutter, move it away. Always keep hand at least 6" away from the cutter while 
operating.

2. SECURING LEVERS AND KNOBS. Never operate the router table without first making sure that all 
lock levers and knobs are tight, and that all fence hardware and guide rails are secure. Otherwise, 
the workpiece can slip out of alignment during cutting and be kicked back causing injury.

3. PREVENTING WORKPIECE DRAW-IN or KICKBACK. Always feed the workpiece against the rotation 
of the cutter. Never force materials through the machine. Let the cutter do the work. Excessive 
force is likely to result in poor cutting results and will cause dangerous kickback conditions. 

4. APPROPRIATE WORKPIECES. The danger of kickback and injury is increased when the workpiece 
has knots, holes, or foreign objects in it. Warped stock should be run through a jointer before you 
run it through the router table.

5. TESTING ROTATION. With the machine disconnected from power, rotate the spindle to test  any 
new setup to ensure proper cutter clearance before starting the machine. 

6. CUTTING DEPTH. Never remove too much material in one pass. Several light cuts produce a 
cleaner finish and help prevent kickback.

7. KICKBACK HAZARD. NEVER cut a workpiece without using a fence, jig, or miter. Otherwise, the 
workpiece can be grabbed by the cutter causing severe injury. Whenever possible, use a fixture, 
jig, or clamping device to hold or guide the workpiece.

8. WORKPIECE SIZING. NEVER use a workpiece shorter than six inches without special fixtures or jigs. 
Otherwise, the workpiece can become trapped between the fence and cutter causing injury.

9. PREVENTING KICKBACK. Keep any unused portion of the cutter below the table surface, or a 
workpiece can be grabbed by the cutter causing severe injury.

10. USING SAFETY GUARDS. To prevent amputation or other injuries, NEVER remove any guards or 
covers when machine is operating. Fabricate additional guards or jigs for special circumstances. 
Use an overhead guard when the fence is removed.
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DO NOT work on your electrical system 
if you are unsure about electrical 
codes and wiring! Seek assistance from 
a qualified electrician. Ignoring this 
warning can cause electrocution, fire, 
or machine damage.

ELECTRICAL

110V Operation
The Model W1728 is wired for 110V operation. The power 
supply circuit used for this machine MUST be grounded 
and rated for the amperage given below. Never replace 
a circuit breaker with one of higher amperage without 
consulting a qualified electrician to ensure compliance 
with wiring codes.

This machine must be grounded! The electrical cord 
supplied with this machine comes with a grounding pin. If 
your outlet does not accommodate a ground pin, have it 
replaced by a qualified electrician.

If you are unsure about the wiring codes in your area 
or you plan to connect your machine to a shared 
circuit, you may create a fire or circuit overload 
hazard—consult a qualified electrician to reduce this 
risk.

Operating Voltage Amp Draw Min. Circuit Size Plug/Recommended Plug Extension Cord
110V Operation 15 Amps 15A NEMA 5-15 14 Gauge

Figure 2. Typical 5-15 plug and receptacle.

Electrical Specifications

We do not recommend using an extension cord; however, 
if you have no alternative, use the following guidelines:

•	 Use	a	cord	rated	for	Standard	Service	(S).
•	 Do not use an extension cord longer than 50 feet.
•	 Ensure	that	the	cord	has	a	ground	wire	and	pin.
•	 Use	the	gauge	size	listed	below	as	a	minimum.

Extension Cords

The machine must be properly set up before it is 
safe to operate. DO NOT connect this machine to the 
power source until instructed to do so in the "Test 
Run" portion of this manual.
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Keep machine disconnected from 
power until instructed otherwise.

SETUP

The following are needed to complete the setup process, 
but are not included with your machine.

Description      Qty
•	 Safety	Glasses ..............................................1
•	 Cleaner/Degreaser ............................ As Needed
•	 Disposable	Shop	Rags ......................... As Needed
•	 Assistant ....................................................1
•	 Straightedge	4' .............................................1
•	 Screwdriver	Phillips	#2 ...................................1
•	 Screwdriver	Flat	Head	#2 ................................1
•	 Dust	Collection	System ...................................1
•	 Dust	Hose	21⁄2" Inside Diameter .........................1
•	 Hose	Clamps	21⁄2" inside Diameter .....................2
• Wrench 10mm ..............................................1
• Wrench 12mm ..............................................1
• Wrench 14mm ..............................................1
•	 Wrench	19mm ..............................................1

Items Needed
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Inventory

A. Shelf ............................................. 1
B. Table Assembly ................................. 1
C. Legs .............................................. 4
D. Table Cross Support (Front) .................. 1
E. Table Side Supports (Left & Right) .......... 2
F. Miter Clamp ..................................... 1
G. Left Fence ...................................... 1
H. Right Fence ..................................... 1
I. Power Cord ...................................... 1
J. Miter Fence ..................................... 1
K. Switch Box ...................................... 1
L. Switch ............................................ 1
M. Hardware Bag
 —Rubber Stops (Flange Brackets) ........... 2
 —Phillips Screws 1⁄4"-20 x 11⁄2" (Lock Arm) 2
 —Flat Washers 1⁄4" (Lock Arm) ............... 4
 —Hex Nuts 1⁄4"-20 (Lock Arm) ................ 4
 —Hex Bolts 5⁄16"-18 x 1" (Table Pivot) ....... 2
 —Lock Nuts 5⁄16"-18 (Table Pivot) ............ 2
 —Flat Washers 5⁄16" (Table Pivot) ............ 3
 —Hex Nuts 5⁄16"-18 (Table/Stand) ........... 4
 —Flat Washers 5⁄16" (Table/Stand) ........... 8
 —Cap Screws 5⁄16"-18 x 11⁄2" (Stops) ........ 2

Figure 3. Model W1728 Inventory.

 —Spacers (Table) ............................... 2
N. Table Inserts, 29mm & 60mm ................ 2
O. Fence Lock Handles ........................... 2
P. Hold-down Levers .............................. 2
Q. Hold-down Arms & Hex Nuts ................. 2
R. Hold-down Brackets & Knobs ................ 2
S. Dust Hood ....................................... 1
T. Router Clamps .................................. 4
U. Hardware Bag
 —Carriage Bolts 5⁄16"-18 x 1⁄2" (Legs) ......32
 —Flat Washers 5⁄16" (Legs) ...................32
 —Lock Washers 5⁄16" (Legs) ..................32
 —Hex Nuts 5⁄16"-18 (Legs) ....................32
 —Rubber Feet (Legs) .......................... 4
 —Hex Nuts 5⁄16"-18 (Legs) ..................... 4
 —Flat Washers 5⁄16" (Legs) .................... 4
 —Phillips Screws 1⁄4"-20 x 1 (Stand Pad) ... 4
 —Flat Washers 1⁄4" (Stand Pad) .............. 4
 —Hex Nuts 1⁄4"-20 (Stand Pad) ............... 4
	 —Phillips	Screws	#10-24	x	3⁄4 (Switch) ..... 3
	 —Flat	Washers	#10	(Switch) .................. 3
	 —Hex	Nuts	#10-24	(Switch) ................... 3
V. Diagonal Supports .............................. 2

DESCRIPTION QtyDESCRIPTION Qty
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• Floor Load: This machine distributes a 
heavy load in a small footprint. Some 
residential floors may require additional 
bracing to support both machine and 
operator.

• Working Clearances: Consider existing and 
anticipated	needs,	size	of	material	to	be	
processed through the machine, and space 
for auxiliary stands, work tables or other 
machinery when establishing a location for 
your sliding router table. 

• Lighting: Lighting should be bright enough 
to eliminate shadow and prevent eye strain.

• Electrical: Electrical circuits must be 
dedicated or large enough to handle 
amperage requirements. Outlets must be 
located near each machine, so power or 
extension cords are clear of high-traffic 
areas. Follow local electrical codes for 
proper installation of new lighting, outlets, 
or circuits.

MAKE your shop “child 
safe.” Ensure that your 
workplace is inaccessible 
to children by closing and 
locking all entrances when 
you are away. NEVER allow 
untrained visitors in your 
shop when assembling, 
adjusting or operating 
equipment. 

Cleaning Machine
The table and other unpainted parts of your 
sliding router table are coated with a waxy 
grease that protects them from corrosion during 
shipment. Clean this grease off with a solvent 
cleaner or citrus-based degreaser. DO NOT use 
chlorine-based solvents such as brake parts 
cleaner or acetone—if you happen to splash 
some onto a painted surface, you will ruin the 
finish.

Machine Placement

USE helpers or power 
lifting equipment to lift 
this sliding router table. 
Otherwise, serious per-
sonal injury may occur. 

NEVER clean with gasoline 
or other petroleum-
based solvents. Most have 
low flash points, which 
make them extremely 
flammable. A risk of 
explosion and burning 
exists if these products 
are used. Serious personal 
injury may occur if this 
warning is ignored!

ALWAYS work in well-
ventilated areas far from 
possible ignition sources 
when using solvents to 
clean machinery. Many 
solvents are toxic when 
inhaled or ingested. Use 
care when disposing 
of waste rags and 
towels to be sure they 
DO NOT create fire or 
environmental hazards. 
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Assembly
To attach the router to the table, do these steps:

1. Secure the rubber feet to the stand legs with the 
four 1⁄4"-20 x 1" Phillips screws, 1⁄4"-20 hex nuts, and 
1⁄4" flat washers (Figure 4).

Figure 4. Rubber feet installation.

2. Arrange the front support, side supports, and the 
"L" and "R" flange brackets in the order shown in 
Figures  5 & 6. Be sure that the pivot holes in the 
flange brackets are located at the orientation shown 
in Figure 5.

3. Fasten the brackets together at both ends of the 
front support (Figure 6) with one 5⁄16"-18 x 1" hex 
bolt, two 5⁄16" flat washers, and one 5⁄16"-18 hex nut.

4. Using 5⁄16"-18 x 11⁄2" cap screws, two 5⁄16" flat wash-
ers, and 5⁄16"-18 hex nuts, install the rubber stops at 
the end of the flange brackets (Figure 6).

Figure 6. Table support assembly.

Flange BracketMarked "L" Marked "R"

Figure 5. Table support and bracket order.

Pivot Hole

Front Support

Side Support

Flange Bracket

Front
Support

Side 
Support

Rubber Stop
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Figure 7. Table pivot installation.

Pivot Bolt

Table

5. At the pivot bolt locations (Figure 7), attach the 
flange bracket to the table with two 5⁄16"-18 x 1" 
hex bolts, six 5⁄16" flat washers, and two 5⁄16"-18 lock 
nuts.

 Note: For the next few steps, do not completely 
tighten the fasteners until instructed.

6. Position the legs on the outside of the side supports, 
and secure the legs to the supports with (12) 5⁄16"-
18 x 1⁄2" carriage bolts, 5⁄16" flat washers, 5⁄16" lock 
washers, and 5⁄16"-18 hex nuts.

 Note: In the normal upright view if looking at the 
machine from the front, the leg with the switch 
cut-out should be on the right hand side to allow for 
switch mounting clearance.

Figure 8. Table diagonal support positions.

Shelf

7. Secure the shelf to the stand legs (Figure 8) with 
(16) 5⁄16"-18 x 1⁄2" carriage bolts, 5⁄16" flat washers, 
5⁄16" lock washers, and 5⁄16"-18 hex nuts.

8. Secure the diagonal supports (Figure 8) to the legs 
and the shelf with (4) 5⁄16"-18 x 1⁄2" carriage bolts, 
5⁄16" flat washers, 5⁄16" lock washers, and 5⁄16"-18 hex 
nuts.

Hands and fingers can become seriously injured if 
they are pinched between the stand edge and the 
table. DO NOT place hands or fingers near the stand 
edge while the table is in the raised position.
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9. In the order shown in Figure 9, slide a washer onto 
each screw, and insert the screws through the holes 
in each brace, then thread the screws through the 
spacers. 

 Note: Allow just enough of a gap between the wash-
ers and spacers for the table braces to slide freely.

Figure 9. Assembling the table braces.

G0528 

 SLIDING ROUTER TABLE 

 

10. Secure the screw/spacer assemblies to the stand 
with the washers and hex nuts.

11. Secure the left and right fence assemblies to the 
table with the fence lock handles in the holes locat-
ed closest to the edge of the cast iron table.

12. Secure the dust hood to the top of each fence 
assembly with the pre-installed lock nuts  (Figure 
10).

13. Verify fence face alignment shown in Figure 10 using 
a straightedge. If the fence faces are out of align-
ment when fully retracted into their housings,  loos-
en the fence housing lock nuts and slide the fence 
face back into alignment.

14. Remove one of the hex nuts from each of the hold-
down brackets.

15. Slide the hold-down brackets through the mount-
ing holes on the dust cover and secure them from 
the underside of the dust cover with the hex nuts 
removed in Step 14.

16. Tighten the hex nuts until the hold-down brackets 
are secure.

17. Secure the hold-down fingers to the hold-down 
brackets by tightening the threaded star knob 
(Figure 11). 

 Note: Do not worry about precise placement of the 
hold-down brackets or fingers at this time.

Figure 10. Installed fence and dust hood.

Fence
Housing

Lock 
Nuts Dust Hood

Alignment

Figure 11. Installed hold-down assemblies.

Threaded Star Knobs

Workpiece Hold-
Down Assemblies
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Figure 12. Switch installation.

Loom Clamp
Ground Screw

18. Install the strain relief on the outside of the switch, 
using the plastic nut from the inside to secure the 
strain relief to the switch box.

19. Feed the power wires through the strain relief and 
tighten the strain relief screw against the main cord 
jacket.

20. Secure the green ground wires to the ground screw 
(Figure 12) from the power cord, and  attach the 
switch box to the stand leg, using the Phillips head 
screw and hex nut already installed in the frame.

21. Push the switch through the cut-out on the stand 
leg, and plug-in the black and white power wires to 
the back of the switch, refer to wiring diagram on 
Page 27 for connection locations.

22. Place the loom clamp around the power cord and 
mount it in the lower mounting hole (Figure 12) 
using	the	#10-24	x	3⁄4"	Phillips	head	screw,		#10	flat	
washer,	and	#10-24	nut.

23. Secure the switch box to the back of the switch 
using the remaining phillips head screws, the exter-
nal toothed washers, and the hex nuts already 
installed in the frame.

24. Fit a 21⁄2" dust collection hose over the dust port 
and secure it in place with a hose clamp.

25. Tug the hose to make sure it does not come off. 

 Note: A tight fit is necessary for proper 
performance.

DO NOT operate the Model W1728 
without an adequate dust collection 
system. This machine creates substantial 
amounts of wood dust while operating. 
Failure to use a dust collection system 
can result in short and long-term 
respiratory illness.

Recommended CFM at Dust Port: 150 CFM
Do not confuse this CFM recommendation with the 
rating of the dust collector. To determine the CFM at 
the dust port, you must consider these variables: (1) 
CFM rating of the dust collector, (2) hose type and 
length between the dust collector and the machine, (3) 
number of branches or wyes, and (4) amount of other 
open lines throughout the system. Explaining how to 
calculate these variables is beyond the scope of this 
manual. Consult an expert or purchase a good dust 
collection "how-to" book.
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Miter
To attach the miter to the sliding table, do these 
steps:

1. Secure the miter plate to the sliding table by sliding 
the T-bolts into the table T-track.

2. Position the miter plate in the desired position and 
tighten the threaded star knobs. 

 Note: Do not worry about precise placement of the 
miter plate at this time.

3. Secure the miter fence to the miter plate with the 
threaded star knobs (Figure 13).

Figure 13. Installed sliding table fence.

Miter 
Fence

Miter 
Plate

Threaded 
Star

Knobs

Router
To attach the router to the table, do these steps:

1. Lift the table assembly up and engage the table 
braces on each side. 

 Note: Ensure that the table brace lock tabs are 
engaged completely around the lock screws (Figure 
14).

2. Move the jack bolt lock nut (Figure 15) on the rout-
er clamp to the table side of the router clamp if the 
router base mounting is 1⁄2" or thinner.

Figure 14. Locked table brace.

Lock Screw

Table Brace
Lock Tab Locked Position

Figure 15. Router clamp lock nut posi-
tions.

Thick-Base 
Routers

Thin-Base 
Routers

Jack Bolt Lock Nut
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5. Adjust the jack bolts and the lock nuts on each of 
the router clamps to allow the router base to be 
secured against the table (Figure 17).

6. Tighten the router clamps to secure the router base 
into position.

3. Slide each of the four router clamps into the T-slots 
on the underside of the cast iron table (Figure 16).

4. Loosen the router clamps enough to allow the base 
of the router to press flat against the underside of 
the cast iron table. 

 Note: The router spindle should be centered under 
the cut out in the cast iron table.

Figure 17. Router clamp jack bolts.

Jack 
Bolt

Figure 16. Installing the four router 
clamps.

Router
Clamps
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Test Run
Once the assembly is complete, test run your machine to 
make sure it runs properly. 

If, during the test run, you cannot easily locate the 
source of an unusual noise or vibration, stop using the 
machine immediately and refer to your router manual for 
troubleshooting.

If you still cannot remedy a problem with the Model 
W1728 router table, contact our Tech Support at (360) 
734-3482  for assistance.

To test run the machine, do these steps:

1. Put on safety glasses and hearing protection.

2. Make sure the router table is turned OFF and 
disconnected from power.

3. Make sure the router is firmly secured to the table, 
and plug the router power cord into the router table 
outlet.

4. On the router, turn the power switch ON.

5. Connect the router table to power.

6. Make sure you have read the safety instructions at 
the beginning of the manual and that the machine is 
setup properly.

7. Make sure all tools and objects used during setup are 
cleared away from the machine.

8. Turn the router table switch ON.

9. Listen to and watch for abnormal noises or actions. 
The router should run smoothly with little or no 
vibration or rubbing noises. 

— Strange or unusual noises must be investigated and 
corrected before operating the machine further. 
Always disconnect the machine from power when 
investigating or correcting potential problems.

10. Turn the router table OFF.

Projectiles thrown from the machine 
could cause serious eye injury. Wear 
safety glasses to reduce the risk of 
injury.

Loose hair and clothing could get 
caught in machinery and cause serious 
personal injury. Keep loose clothing 
rolled up and long hair tied up and 
away from machinery.
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OPERATIONS
General

This machine will perform many types of operations 
that are beyond the scope of this manual. Many of these 
operations can be dangerous or deadly if performed 
incorrectly.

The instructions in this section are written with the 
understanding that the operator has the necessary 
knowledge and skills to operate this machine. If at any 
time you are experiencing difficulties performing any 
operation, stop using the machine! 

If you are an inexperienced operator, we strongly 
recommend that you read books or trade articles, or seek 
training from an experienced router table operator before 
performing any unfamiliar operations. Above all, your 
safety should come first!

Always wear safety glasses when oper-
ating this machine. Failure to comply 
may result in serious personal injury.

DO NOT investigate problems or adjust 
the machine while it is running. Wait 
until the machine is turned OFF, 
unplugged and all working parts 
have come to a complete stop before 
proceeding!

READ and understand this entire instruc-
tion manual before using this machine. 
Serious personal injury may occur if 
safety and operational information is not 
understood and followed. DO NOT risk 
your safety by not reading!

Basic Operation
1. Inspect the workpiece to make sure it is suitable for 

cutting.

2. Adjust the fence close to the cutter for maximum 
workpiece support near the cutter, and then lock the 
infeed and outfeed fence in place.

3. Set the cutter height for the desired cutting profile 
location, and adjust the fence depth for the depth 
of cut.

4. Put on safety glasses and a respirator, and be 
prepared to use push sticks if needed.

5. If using a reversible router, the woodworker verifies 
the router operation direction is correct, and then 
starts the router.

6. Hold the workpiece firmly against both the sliding 
table and fence, and then push the workpiece into 
the cutter at a steady and controlled rate until the 
workpiece moves completely beyond the cutter.

 Be careful to keep the workpiece firmly against the 
table and fence during the entire cut. For smaller 
workpieces or odd-shaped workpieces, the miter and 
clamp should be used, or a special jig can be made 
to hold the workpiece.
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Workpiece Inspection
Some workpieces are not safe to cut or may require 
modification before they are safe to cut. Before cutting, 
inspect all workpieces for the following:

Material Type
This machine is intended for cutting natural and man-
made wood products, laminate covered wood products, 
and some plastics. This machine is NOT designed to cut 
metal, glass, stone, tile, etc.

Foreign Objects
Nails, staples, dirt, rocks and other foreign objects are 
often embedded in wood. While shaping, these objects 
can become dislodged and hit the operator, cause 
kickback, or break the blade, which might then fly apart. 
Always visually inspect your workpiece for these items. If 
they	can't	be	removed,	DO	NOT	cut	the	workpiece.

Large/Loose Knots
Loose knots can become dislodged during the cutting 
operation. Large knots can cause kickback and machine 
damage. Choose workpieces that do not have large/loose 
knots or plan ahead to avoid shaping through them.

Wet or "Green" Stock
Shaping wood with a moisture content over 20% causes 
unnecessary wear on the cutters, increases the risk of 
kickback, and yields poor results.

Excessive Warping
Workpieces with excessive cupping, bowing, or twisting 
are dangerous to cut because they are unstable and 
often unpredictable when being shaped. DO NOT process 
workpieces with these characteristics!

Minor Warping
Workpieces with slight cupping can be safely supported 
if the cupped side is facing the table or the fence. On 
the contrary, a workpiece supported on the bowed side 
will rock during a cut and could cause kickback or severe 
injury.

Always wear safety glasses when oper-
ating the Model W1728 Sliding Router 
Table. Failure to comply may result in 
serious personal injury.

READ and understand this entire instruc-
tion manual before using this machine. 
Serious personal injury may occur if 
safety and operational information is not 
understood and followed. DO NOT risk 
your safety by not reading!
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Figure 18. Jointing setup
(Top View).

Figure 19. Jointing setup (Top View).

Depth of Cut

Routing operations on your Model W1728 are grouped into 
three main techniques:

 • Jointing an edge (See Below)
 • Groove cutting (Page 22)
 • Profile cutting (Page 23)

Jointing an Edge
Jointing the edge of a board involves using a straight 
cutting router bit to remove wood from the edge face of a 
board. The result is a perfectly flat and square edge.

To joint an edge, do these steps:

1. Secure a straight cutting router bit into your router 
according to the router manufacturer’s instructions.

2. Snap the smallest table insert into the recessed hole 
that still allows the router bit to freely rotate.

3. Adjust the outfeed fence even with the left edge of 
the router bit (Figure 18).

4. Raise the bit to a height slightly higher than that of 
the board thickness.

5. Adjust the infeed fence to the right of the outfeed 
fence, so that the distance is equal to the desired 
depth of cut (Figure 19).

Routing
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Groove Cutting
Beading is commonly defined as cutting a groove or bead 
in the face of a board.

To cut a groove, do these steps: 

1. Mount a router bit into your router according to the 
router manufacturer’s instructions.

2. Snap the smallest table insert into the recessed hole 
that still allows the router bit to freely rotate, and 
make sure the infeed and outfeed fences are equal.

3. Raise the router bit to the desired height.

4. Adjust the main fence until the center of the 
V-groove bit is the desired distance away, as shown 
in Figures 20 & 21.

Figure 20. Groove cutting setup (Top 
View).

Figure 21. Groove cutting setup (Side 
View).

Distance 
from edge 
of board to 
center of 
V-Groove

Distance 
from edge 
of board to 
center of 
V-Groove
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Profile Cutting
Profile cutting is usually performed using a bit with a ball 
bearing. The ball bearing is used to control the depth of 
cut into the edge face of a board. A good example would 
be a chamfer cut. The bearing rides along the uncut edge 
of the board while the cutter removes the wood. 

To make a profile cut, do these steps:

1. Mount a router bit into your router according to the 
router manufacturer’s instructions.

2. Snap the smallest table insert into the recessed hole 
that still allows the router bit to freely rotate.

3. Raise the router bit to the desired height, and make 
sure the infeed and outfeed fences are equal.

4. Adjust the fence back and away from the bit only 
enough to allow the ball bearing to control the 
depth of cut, as shown in Figures 22 & 23. 

5. Adjust the fence as close as possible to the bearing. 
The fence will serve as a back-up support, reducing 
the chance of an accident.

Figure 22. Proper setup for profile cutting
(Top View).

Figure 23. Proper setup for profile cutting
(Side View).

Router Bit

Ball Bearing

Fence

Router Bit

Ball Bearing
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ACCESSORIES

The following accessories may be available through your local Woodstock International Inc. Dealer. If you 
do not have a dealer in your area, these products are also available through online dealers. Please call 
or e-mail Woodstock International Inc. Customer Service to get a current listing of dealers at: 1-800-840-
8420 or at sales@woodstockint.com.

Model D2273 Single Roller Stand
Large diameter ball bearing roller stand features smooth 
operation for a variety of processing and work support 
applications. Heavy pedestal base is stable and secure.

Model D2274 5 Roller Stand
For greater work stability and support, this 5 roller stand 
features large diameter, ball bearing rollers mounted on a 
sturdy adjustable pedestal base.

Figure 24. Models D2273 and D2274 Shop 
Fox roller stands.

D2273 D2274

Figure 25. Board Buddy in action on a 
typical router table.

Model W1104 Yellow Board Buddy Pair
Feature clockwise turning wheels to maintain constant, 
even feeding pressure. If a kickback occurs, the wheels 
lock up and function as anti-kickback devices.

Model W1105 Green Board Buddy Pair
Feature wheels that turn in both directions to function as 
bidirectional hold-downs.

Model W1104 Orange Board Buddy Pair
Feature counterclockwise turning wheels to maintain 
constant, even feeding pressure. If a kickback occurs, the 
wheels lock up and function as anti-kickback devices.

Model D3096 Shop Fox Featherboard
Reduce the risk of kickback and achieve consistent 
feeding results with these Shop Fox featherboards. Fits 
standard 3⁄8" x 3⁄4" miter gauge slots.

Model D3122 Shop Fox Push Stick
This essential safety item keeps hands at a safe distance 
from blades and cutters while still maintaining control of 
the workpiece against machine fences. A true necessity 
when running narrow stock. The durable handle is 
designed for maximum control. Measures 131⁄2" overall. 
Super ergonomic design! Figure 26. Shop Fox featherboard and 

push stick.

D3096

D3122

ACCESSORIES
Router Table Accessories
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MAINTENANCE

Protect the unpainted cast iron surfaces on the table by 
wiping the table clean after every use, and wipe on a thin 
coat of machine oil, or any high-quality rust prevention 
product for woodworking machines.

Table & Base

Cleaning the Model W1728 is relatively easy. Vacuum 
excess wood chips and sawdust, and wipe off the 
remaining dust with a dry cloth. If any resin has built 
up, use a resin dissolving cleaner to remove it. Treat all 
unpainted cast iron and steel with a non-staining lubricant 
after cleaning.

Cleaning

Regular periodic maintenance on your machine will 
ensure its optimum performance. Make a habit of 
inspecting your machine each time you use it. 

Check for the following conditions and repair or 
replace when necessary:

•	 Follow	router	manufacturer	safety	check	and	
maintenance schedule as required.

•	 Loose	router	mounting	clamps.
• Damaged router bits.
• Worn or damaged power cords.
• Lose fence mounting or hardware.
• Any other unsafe condition.

General

MAKE SURE that your machine is 
unplugged during all maintenance pro-
cedures! If this warning is ignored, seri-
ous personal injury may occur.
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These pages are current at the time of printing. However, in the spirit of improvement, we may 
make changes to the electrical systems of future machines. Study this diagram carefully. If you notice 
differences between your machine and these wiring diagrams, call Woodstock International Technical 
Support at (360) 734-3482.

1.	 SHOCK	HAZARD. Working on wiring that is 
connected to a power source is extremely 
dangerous. Touching electrified parts will 
result in personal injury including but not 
limited to severe burns, electrocution, 
or death. Disconnect the power from 
the machine before servicing electrical 
components!

2.	 QUALIFIED	ELECTRICIAN. Due to the 
inherent hazards of electricity, only a 
qualified electrician should perform wiring 
tasks on this machine. If you are not a 
qualified electrician, get help from one 
before attempting any kind of wiring job.

3.	 WIRE	CONNECTIONS. All connections must 
be tight to prevent wires from loosening 
during machine operation. Double-check all 
wires disconnected or connected during any 
wiring task to ensure tight connections.

4.	 WIRE/COMPONENT	DAMAGE. Damaged 
wires or components increase the risk of 
serious personal injury, fire, or machine 
damage. If you notice that any wires or 
components are damaged while performing 
a wiring task, replace those wires or 
components before completing the task.

5.	 MOTOR	WIRING. The motor wiring shown 
in these diagrams is current at the time 
of printing, but it may not match your 
machine. Always use the wiring diagram 
inside the motor junction box.

6.	 MODIFICATIONS. Using aftermarket parts or 
modifying the wiring beyond what is shown 
in the diagram may lead to unpredictable 
results, including serious injury or fire. 

7.	 CAPACITORS/INVERTERS. Some capacitors 
and power inverters store an electrical 
charge for up to five minutes after being 
disconnected from the power source. To 
avoid being shocked, wait at least this long 
before working on these components.

8.	 ELECTRICAL	REQUIREMENTS. You MUST 
follow the electrical requirements at the 
beginning of this manual when connecting 
your machine to a power source.

9.	 EXPERIENCING	DIFFICULTIES. If you are 
experiencing difficulties understanding 
the information included in this section, 
contact our Technical Support at (360) 734-
3482.

Electrical Safety Instructions

The photos and diagrams 
included in this section are 
best viewed in color. You 
can view these pages in 
color at www.shopfox.biz.

BLACK
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RED

BLUE
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YELLOW
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WIRING DIAGRAM COLOR KEY
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WARNING
ACCIDENTAL INJURY 

HAZARD!
Disconnect power 
supply before 
adjustments, setup, 
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Wiring Diagram

Figure 27. Switch box.
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Parts List
REF PART # DESCRIPTION REF PART # DESCRIPTION
111 X1728111 T-BOLT 1/4-20 X 1 221 X1728221 TABLE RIGHT SUPPORT
112 X1728112 45˚ POSITIONER (RIGHT) 222 X1728222 SLIDE RAIL
113 X1728113 RUBBER PLATE 223 X1728223 MIDDLE BRACKET
114 X1728114 UPPER ANGLE PLATE (RIGHT) 224 X1728224 SLIDEWAY
115 X1728115 FENCE BODY (RIGHT) 226 X1728226 FIXED TABLE
122 XPS14 PHLP HD SCR 1/4-20 X 1-1/2 227 X1728227 LEVER
123 X1728123 POWER WIRE 228 X1728228 SLIDING TABLE
124 X1728124 GROUND WIRE 229 X1728229 TABLE FRAME
125 X1728125 WHITE WIRE 230 X1728230 LOCK PRESSURE PLATE
126 X1728126 BLACK WIRE 301 XPS19 PHLP HD SCR 1/4-20 X 1
127 X1728127 KEY SOCKET 302 XPLW02 LOCK WASHER 1/4
128 X1728128 SWITCH BOX 303 XPLN03 LOCK NUT 5/16-18
128-1 X1728128-1 STRAIN RELIEF 304 XPN05 HEX NUT 1/4-20
130 X1728130 SWITCH 305 XPB03 HEX BOLT 5/16-18 X 1
131 X1728131 LEFT BRACKET 306 XPS06 PHLP HD SCR 10-24 X 3/8
132 XPCB01 CARRIAGE BOLT 5/16-18 X 5/8 307 XPB19 HEX BOLT 1/4-20 X 1/2
133 XPW06 FLAT WASHER 1/4 308 XPLN02 LOCK NUT 1/4-20
134 XPS19 PHLP HD SCR 1/4-20 X 1 309 XPB18 HEX BOLT 3/8-16 X 1
135 X1728135 RUBBER FOOT 310 XPCAP04 CAP SCREW 1/4-20 X 1/2
136 XPLW01 LOCK WASHER 5/16 310-1 XPLW02 LOCK WASHER 1/4
137 XPSB11 CAP SCREW 5/16-18 X 1-1/4 311 XPS06 PHLP HD SCR 10-24 X 3/8
138 X1728138 RUBBER STOP 312 X1728312 CLAMP PLATE
139 XPN02 HEX NUT 5/16-18 313 X1728313 KNOB BOLT 1/4-20 X 5/8
140 XPW07 FLAT WASHER 5/16 314 X1728314 CLAMP ROD
141 X1728141 RIGHT BRACKET 315 X1728315 BRACKET
142 X1728142 FRONT UPPER CROSS PLATE 316 X1728316 CLAMP BRACKET
143 X1728143 MIDDLE PLATE 317 X1728317 HEAVY HANDLE
145 X1728145 UPPER ANGLE PLATE (LEFT) 318 X1728318 MITER FENCE BASE
146 X1728146 FRONT LEG (WITH SWITCH) 319 XPN06 HEX NUT 1/2-12
147 X1728147 LEGS 320 X1728320 SHORT FENCE
148 XPN05 HEX NUT 1/4-20 321 X1728321 DUST HOOD
200 XPB19 HEX BOLT 1/4-20 X 1/2 322 X1728322 CLAMP HOLDER
201 XPHTEK26 TAP SCREW #10 X 1/2 323 X1728323 FENCE PLATE
202 XPS38M PHLP HD SCR M4-.7 X 10 324 XPB16 HEX BOLT 3/8-16 X 1-1/2
203 XPW05M FLAT WASHER 4MM 326 X1728326 KNOB BOLT 3/8-16 X 3/4
209 XPB26 HEX BOLT 1/4-20 X 1-1/2 327 X1728327 KNOB BOLT 5/16-18 X 5/8
210 X1728210 T-BOLT 1/4-20 X 2 328 X1728328 L-BRACKET
211 X1728211 HEX CLAMP SHAFT 329 X1728329 HOLD-DOWN
212 X1728212 MOTOR CLAMP PIECE 330 X1728330 HOLD-DOWN BRACKET
213 X1728213 29MM INSERT PLATE 331 X1728331 MICRO-ADJUSTMENT NUT
215 X1728215 GUARD 332 X1728332 FENCE BODY GUARD
216 X1728216 60MM INSERT PLATE 333 X1728333 FENCE BODY (LEFT)
217 X1728217 SPACER 334 X1728334 MICRO-ADJUSTMENT ROD
218 X1728218 45˚ POSITIONER (LEFT) 335 X1728335 T-BOLT 1/4-20 X 3/4
219 X1728219 TABLE LEFT SUPPORT 342 X1728342 FENCE HALF
220 X1728220 SUPPORT PLATE 343 X1728343 KNOB 3/8-16
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117

404

120

118

119

121

REF PART # DESCRIPTION REF PART # DESCRIPTION
116 X1728116 SHOP FOX LABEL 120 XPLABEL-11 SAFETY GLASSES LABEL
117 X1728117 PINCH FINGERS LABEL 121 X1728121 MODEL NUMBER LABEL
118 XLABEL-12 READ MANUAL LABEL 346 X1728346 MACHINE WARNING LABEL
119 XLABEL-04 ELECTRICITY LABEL 404 X1728404 MACHINE ID LABEL

Label Placement

Safety labels warn about machine hazards and how to prevent machine damage or injury. The 
owner of this machine MUST maintain the original location and readability of all labels on this 
machine. If any label is removed or becomes unreadable, REPLACE that label before allowing the 
machine to enter service again. Contact Woodstock International, Inc. at (360) 734-3482 or www.
shopfoxtools.com to order new labels. 

116

346





tape along edges--please do not staple

Fold along dotted lIne

Fold along dotted lIne

Woodstock international inc. 
p.o. box 2309 
bellingham, Wa 98227-2309

place
stamp
Here



WARRANTY
Woodstock International, Inc. warrants all Shop Fox machinery to be free of defects from workmanship 
and materials for a period of two years from the date of original purchase by the original owner. 
This warranty does not apply to defects due directly or indirectly to misuse, abuse, negligence or 
accidents, lack of maintenance, or reimbursement of third party expenses incurred. 

Woodstock International, Inc. will repair or replace, at its expense and at its option, the Shop Fox 
machine or machine part, which in normal use has proven to be defective, provided that the original 
owner returns the product prepaid to a Shop Fox factory service center with proof of their purchase 
of the product within two years, and provides Woodstock International, Inc. reasonable opportunity to 
verify the alleged defect through inspection. If it is determined there is no defect, or that the defect 
resulted from causes not within the scope of Woodstock International Inc.'s warranty, then the original 
owner must bear the cost of storing and returning the product. 

This is Woodstock International, Inc.'s sole written warranty and any and all warranties that may 
be implied by law, including any merchantability or fitness, for any particular purpose, are hereby 
limited to the duration of this written warranty. We do not warrant that Shop Fox machinery complies 
with the provisions of any law or acts. In no event shall Woodstock International, Inc.'s liability under 
this warranty exceed the purchase price paid for the product, and any legal actions brought against 
Woodstock International, Inc. shall be tried in the State of Washington, County of Whatcom. We shall 
in no event be liable for death, injuries to persons or property or for incidental, contingent, special or 
consequential damages arising from the use of our products. 

Every effort has been made to ensure that all Shop Fox machinery meets high quality and durability 
standards. We reserve the right to change specifications at any time because of our commitment to 
continuously improve the quality of our products.

WARRANTY



High Quality Machines and Tools

Woodstock International, Inc. carries thousands of products designed 
 to meet the needs of today's woodworkers and metalworkers. 

Ask your dealer about these fine products: 


